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Please Read Before Use
Thank you for purchasing our product.

In manual, explains how you can use this feature and necessary information to use it safely.
Before the operation, read this manual carefully and fully understand it to operate this
product. The enclosed DVD in this product package includes the Instruction Manual for this
product.

For the operation of this product, print out the necessary sections in the Instruction Manual
or display them using the personal computer.

After reading through this manual, keep this Instruction Manual at hand so that the operator
of this product can read it whenever necessary.

[Important]

e This Manual is original.

¢ The product cannot be operated in any way unless expressly specified in this Manual.
IAl shall assume no responsibility for the outcome of any operation not specified herein.

¢ Information contained in this Manual is subject to change without notice for the purpose of
product improvement.

¢ If you have any question or comment regarding the content of this manual, please contact the
IAl sales office near you.

¢ Using or copying all or part of this Manual without permission is prohibited.
e The company names, names of products and trademarks of each company shown in the
sentences are registered trademarks.
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Safety Guide

“Safety Guide” has been written to use the machine safely and so prevent personal injury or
property damage beforehand. Make sure to read it before the operation of this product.

Safety Precautions for Our Products |

The common safety precautions for the use of any of our robots in each operation.

No. Opergtl_on Description
Description
1 | Model e This product has not been planned and designed for the application
Selection where high level of safety is required, so the guarantee of the

protection of human life is impossible. Accordingly, do not use it in

any of the following applications.

1) Medical equipment used to maintain, control or otherwise affect
human life or physical health.

2) Mechanisms and machinery designed for the purpose of moving
or transporting people (For vehicle, railway facility or air
navigation facility)

3) Important safety parts of machinery (Safety device, etc.)

e Do not use the product outside the specifications. Failure to do so
may considerably shorten the life of the product.
e Do not use it in any of the following environments.

1) Location where there is any inflammable gas, inflammable object
or explosive

2) Place with potential exposure to radiation

3) Location with the ambient temperature or relative humidity
exceeding the specification range

4) Location where radiant heat is added from direct sunlight or other
large heat source

5) Location where condensation occurs due to abrupt temperature
changes

6) Location where there is any corrosive gas (sulfuric acid or
hydrochloric acid)

7) Location exposed to significant amount of dust, salt or iron
powder

8) Location subject to direct vibration or impact

e For an actuator used in vertical orientation, select a model which is
equipped with a brake. If selecting a model with no brake, the
moving part may drop when the power is turned OFF and may
cause an accident such as an injury or damage on the work piece.
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No.

Operation
Description

Description

Transportation

e When carrying a heavy object, do the work with two or more
persons or utilize equipment such as crane.

e When the work is carried out with 2 or more persons, make it clear
who is to be the leader and who to be the follower(s) and
communicate well with each other to ensure the safety of the
workers.

e When in transportation, consider well about the positions to hold,
weight and weight balance and pay special attention to the carried
object so it would not get hit or dropped.

e Transport it using an appropriate transportation measure.

The actuators available for transportation with a crane have
eyebolts attached or there are tapped holes to attach bolts. Follow
the instructions in the instruction manual for each model.

e Do not step or sit on the package.

e Do not put any heavy thing that can deform the package, on it.

e When using a crane capable of 1t or more of weight, have an
operator who has qualifications for crane operation and sling work.

e When using a crane or equivalent equipments, make sure not to
hang a load that weighs more than the equipment’s capability limit.

e Use a hook that is suitable for the load. Consider the safety factor of

the hook in such factors as shear strength.

Do not get on the load that is hung on a crane.

Do not leave a load hung up with a crane.

Do not stand under the load that is hung up with a crane.

Storage and
Preservation

The storage and preservation environment conforms to the
installation environment. However, especially give consideration to
the prevention of condensation.

e Store the products with a consideration not to fall them over or drop
due to an act of God such as earthquake.

Installation
and Start

(1) Installation of Robot Main Body and Controller, etc.

e Make sure to securely hold and fix the product (including the work
part). A fall, drop or abnormal motion of the product may cause a
damage or injury.

Also, be equipped for a fall-over or drop due to an act of God such
as earthquake.

e Do not get on or put anything on the product. Failure to do so may
cause an accidental fall, injury or damage to the product due to a
drop of anything, malfunction of the product, performance
degradation, or shortening of its life.

e When using the product in any of the places specified below,
provide a sufficient shield.

1) Location where electric noise is generated

2) Location where high electrical or magnetic field is present

3) Location with the mains or power lines passing nearby

4) Location where the product may come in contact with water, oil
or chemical droplets
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No. Opergtl_on Description
Description
4 | Installation (2) Cable Wiring
and Start e Use our company’s genuine cables for connecting between the

actuator and controller, and for the teaching tool.

e Do not scratch on the cable. Do not bend it forcibly. Do not pull it.
Do not coil it around. Do not insert it. Do not put any heavy thing on
it. Failure to do so may cause a fire, electric shock or malfunction
due to leakage or continuity error.

e Perform the wiring for the product, after turning OFF the power to
the unit, so that there is no wiring error.

e When the direct current power (+24V) is connected, take the great
care of the directions of positive and negative poles. If the
connection direction is not correct, it might cause a fire, product
breakdown or malfunction.

e Connect the cable connector securely so that there is no
disconnection or looseness. Failure to do so may cause a fire,
electric shock or malfunction of the product.

e Never cut and/or reconnect the cables supplied with the product for
the purpose of extending or shortening the cable length. Failure to
do so may cause the product to malfunction or cause fire.

(3) Grounding

e The grounding operation should be performed to prevent an electric
shock or electrostatic charge, enhance the noise-resistance ability
and control the unnecessary electromagnetic radiation.

e For the ground terminal on the AC power cable of the controller and
the grounding plate in the control panel, make sure to use a twisted
pair cable with wire thickness 0.5mm? (AWG20 or equivalent) or
more for grounding work. For security grounding, it is necessary to
select an appropriate wire thickness suitable for the load. Perform
wiring that satisfies the specifications (electrical equipment
technical standards).

e Perform Class D Grounding (former Class 3 Grounding with ground
resistance 100Q or below).
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No. Opergtlc_)n Description
Description
4 | Installation (4) Safety Measures
and Start e When the work is carried out with 2 or more persons, make it clear

who is to be the leader and who to be the follower(s) and
communicate well with each other to ensure the safety of the
workers.

When the product is under operation or in the ready mode, take the
safety measures (such as the installation of safety and protection
fence) so that nobody can enter the area within the robot’s movable
range. When the robot under operation is touched, it may result in
death or serious injury.

Make sure to install the emergency stop circuit so that the unit can
be stopped immediately in an emergency during the unit operation.
Take the safety measure not to start up the unit only with the power
turning ON. Failure to do so may start up the machine suddenly and
cause an injury or damage to the product.

Take the safety measure not to start up the machine only with the
emergency stop cancellation or recovery after the power failure.
Failure to do so may result in an electric shock or injury due to
unexpected power input.

When the installation or adjustment operation is to be performed,
give clear warnings such as “Under Operation; Do not turn ON the
power!” etc. Sudden power input may cause an electric shock or
injury.

Take the measure so that the work part is not dropped in power
failure or emergency stop.

Wear protection gloves, goggle or safety shoes, as necessary, to
secure safety.

Do not insert a finger or object in the openings in the product.
Failure to do so may cause an injury, electric shock, damage to the
product or fire.

When releasing the brake on a vertically oriented actuator, exercise
precaution not to pinch your hand or damage the work parts with
the actuator dropped by gravity.
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No.

Operation
Description

Description

Teaching

e When the work is carried out with 2 or more persons, make it clear
who is to be the leader and who to be the follower(s) and
communicate well with each other to ensure the safety of the
workers.

e Perform the teaching operation from outside the safety protection
fence, if possible. In the case that the operation is to be performed
unavoidably inside the safety protection fence, prepare the
“Stipulations for the Operation” and make sure that all the workers
acknowledge and understand them well.

e When the operation is to be performed inside the safety protection
fence, the worker should have an emergency stop switch at hand
with him so that the unit can be stopped any time in an emergency.

e When the operation is to be performed inside the safety protection
fence, in addition to the workers, arrange a watchman so that the
machine can be stopped any time in an emergency. Also, keep
watch on the operation so that any third person can not operate the
switches carelessly.

e Place a sign “Under Operation” at the position easy to see.

e When releasing the brake on a vertically oriented actuator, exercise

precaution not to pinch your hand or damage the work parts with

the actuator dropped by gravity.

Safety protection Fence : In the case that there is no safety protection

fence, the movable range should be
indicated.

*

Trial
Operation

e When the work is carried out with 2 or more persons, make it clear
who is to be the leader and who to be the follower(s) and
communicate well with each other to ensure the safety of the
workers.

e After the teaching or programming operation, perform the check
operation one step by one step and then shift to the automatic
operation.

e When the check operation is to be performed inside the safety
protection fence, perform the check operation using the previously
specified work procedure like the teaching operation.

e Make sure to perform the programmed operation check at the
safety speed. Failure to do so may result in an accident due to
unexpected motion caused by a program error, etc.

e Do not touch the terminal block or any of the various setting
switches in the power ON mode. Failure to do so may result in an
electric shock or malfunction.
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No. Opergtlc_)n Description
Description
7 | Automatic e Check before starting the automatic operation or rebooting after
Operation operation stop that there is nobody in the safety protection fence.

Before starting automatic operation, make sure that all peripheral
equipment is in an automatic-operation-ready state and there is no
alarm indication.

Make sure to operate automatic operation start from outside of the
safety protection fence.

In the case that there is any abnormal heating, smoke, offensive
smell, or abnormal noise in the product, immediately stop the
machine and turn OFF the power switch. Failure to do so may result
in a fire or damage to the product.

When a power failure occurs, turn OFF the power switch. Failure to
do so may cause an injury or damage to the product, due to a
sudden motion of the product in the recovery operation from the
power failure.
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No. Opergtl_on Description
Description
8 | Maintenance e When the work is carried out with 2 or more persons, make it clear

and
Inspection

*

who is to be the leader and who to be the follower(s) and

communicate well with each other to ensure the safety of the

workers.

Perform the work out of the safety protection fence, if possible. In

the case that the operation is to be performed unavoidably inside

the safety protection fence, prepare the “Stipulations for the

Operation” and make sure that all the workers acknowledge and

understand them well.

When the work is to be performed inside the safety protection

fence, basically turn OFF the power switch.

When the operation is to be performed inside the safety protection

fence, the worker should have an emergency stop switch at hand

with him so that the unit can be stopped any time in an emergency.

When the operation is to be performed inside the safety protection

fence, in addition to the workers, arrange a watchman so that the

machine can be stopped any time in an emergency. Also, keep

watch on the operation so that any third person can not operate the

switches carelessly.

Place a sign “Under Operation” at the position easy to see.

For the grease for the guide or ball screw, use appropriate grease

according to the Instruction Manual for each model.

Do not perform the dielectric strength test. Failure to do so may

result in a damage to the product.

When releasing the brake on a vertically oriented actuator, exercise

precaution not to pinch your hand or damage the work parts with

the actuator dropped by gravity.

The slider or rod may get misaligned OFF the stop position if the

servo is turned OFF. Be careful not to get injured or damaged due

to an unnecessary operation.

Pay attention not to lose the cover or untightened screws, and

make sure to put the product back to the original condition after

maintenance and inspection works.

Use in incomplete condition may cause damage to the product or

an injury.

Safety protection Fence : In the case that there is no safety protection
fence, the movable range should be
indicated.

Modification
and Dismantle

Do not modify, disassemble, assemble or use of maintenance parts not
specified based at your own discretion.

10

Disposal

When the product becomes no longer usable or necessary, dispose
of it properly as an industrial waste.

When removing the actuator for disposal, pay attention to drop of
components when detaching screws.

Do not put the product in a fire when disposing of it.

The product may burst or generate toxic gases.
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No. Opergtlc_)n Description
Description
11 | Other e Do not come close to the product or the harnesses if you are a

person who requires a support of medical devices such as a
pacemaker. Doing so may affect the performance of your medical
device.

e See Overseas Specifications Compliance Manual to check whether
complies if necessary.

e For the handling of actuators and controllers, follow the dedicated
instruction manual of each unit to ensure the safety.
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Alert Indication

The safety precautions are divided into “Danger”, “Warning”, “Caution” and “Notice”
according to the warning level, as follows, and described in the Instruction Manual for each
model.

Level Degree of Danger and Damage Symbol

This indicates an imminently hazardous situation which, if the D
Danger | product is not handled correctly, will result in death or serious anger

injury.

This indicates a potentially hazardous situation which, if the .
Warning | product is not handled correctly, could result in death or serious & Warning

injury.

This indicates a potentially hazardous situation which, if the .
Caution | product is not handled correctly, may result in minor injury or A Caution

property damage.

This indicates lower possibility for the injury, but should be kept @ Notice

Notice to use this product properly.
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Construction of Instruction Manual and This Manual

@ Basic Specifications
* Tracking Control

(Dispensing) Operation =l SEL Program Generator (this manual) MEO0351
* Program
* SEL Program Language ——l SEL Language Programing Manual MEQ0224

B Applicable Controller (including actuator integrated type)
* TTA {l TTA Instruction Manual ME0320
* MSEL fl MSEL Instruction Manual MEOQ0336

H Teaching Tool
» PC Software il PC Software MEQ154
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1. What is SEL Program Generator

SEL Program Generator is software which enables you to have the SEL program and the
position data generated easily from the figures drawn on the screen or CAD data only by
tracking them. This makes dispensing operation so easy.

2. Applicable Controller

SEL Program Generator is applicable for the following controller.
® Table-Top Type Robot TTA (with built-in controller)
® MSEL-PC/PG/PCF/PGF (Cartesian Single-axis Robot Control Type)
(It is applicable only for those with the same construction as TTA has, which is 1st
axis = X-axis, 2nd axis = Y-axis, 3rd axis = Z-axis and 4th axis = R-axis)

& Caution:
SEL program generator is not applicable for the work and tool coordinate system
features.
When the TTA and MSEL controller to be used is applicable for the work and tool
coordinate system features ™, set the of the work coordinate offset and tool
coordinate offset to “0.000mm” for all the axes before executing the program.

When the work coordinate offset and tool coordinate offset are not set to

“0.000mm?” for all the axes, unexpected operation may occur, which could.
i i | i

*1 _Supported versions of work and tool coordinate systems
TTA __: Main Application Part V2.00 and later

The SEL programs, position data and simulations generated in SEL program
generator should be applicable only when using the table top type robot and
cartesian robot.

They are not applicable when using only the single axis (including gripper, rota
etc.), wrist unit (including cartesian robot combined) or SCARA Raobot (IXP).
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3. How to Acquire SEL Program Generator

There are ways as shown below to acquire it.
1) Download from IAl homepage

* In addition, it is necessary prepare a personal computer that possesses an environment
that allows 1Al PC software to operate so that SEL Program Generator is able to work.

3.1 Installation of SEL Program Generator

Install it by double-clicking the downloaded file.

4. Interface to Dispensing Device

PIO (24V input and output) is to be used for the interface with the dispensing device.
Connect the dispensing command input signal of the dispensing device to TTA output
signal. Also, when the quantitative dispensing which dispenses for fixed amount is to be
selected, connect also between the complete response signal of the dispensing device
and TTA input signal.

Assighment setting of each connected signal is to be conducted in Section 5.4.6
Dispensing Setting.

Refer to TTA Instruction Manual (ME0320) for details for such as the specifications of PIO.
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5. Explanation of Windows

The main consists of the following parts;
® Menu Bar

® Drawing Area

® Figure List Display

o oo ) m mBOAER = WieW(/E = PROSOCONE n mOrae(E = ook E)n = kol n 1y
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Figure 1 Main Window
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5.1.

Menu Bar

Menu

Sub Menu

Functions

File (F)

Create a New Project (N)

A new project can be created.

Open Existing Project (O)

An existing project can be opened.

Save As (A)

An edited project can be saved with a
name

Save (S)

An edited project can be saved by
overwriting.

DXF Figure Data (D)

* Read (R)
DXF figure data can be read out from
a file.

* Clear (C)
The DXF figure already read in can be
cleared.

Reference Figure Data (F)

* Read (R)
Figure data for reference can be read
out from a file.

* Clear (C)
The figure data for reference already
read in can be cleared.

Background Image Data (B)

* Read (R) (.jpg Data)
Background image data can be read
out from a file.

* Clear (C)
The image data for background
already read in can be cleared.

Track Data (T)

* Read (R) (.csv Data)
Track data can be read out from a file.
* Clear (C)
The data for track already read in can
be cleared.

Close (X)

The application can be closed.

Edit (E)

Undo (U)

The figure editing operation can be
undone.

Redo (R)

The figure editing operation can be
redone.

Cut (T)

The selected figure can be cut.

Copy (C)

The selected figure can be copied.

Paste (P)

The figure which was cut or copied can
be pasted.

Delete (D)

The selected figure can be deleted.

Select All (A)

All of the figure can be selected.
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Menu Sub Menu Functions
Display (V) Created Figure (W) Created figure can be selected whether
to show or hide.
DXF Figure (X) DXF figure can be selected whether to
show or hide.
Reference Figure (R) Reference figure can be selected
whether to show or hide.
Track Data (T) Track data can be selected whether to
show or hide.
Project (P) Generate SEL Program (G) | SEL program and position data can be
[Refer to Section 5.7 for generated.
detail]
Simulate (S) Simulation should be performed to check
the operation track and cycle time.
Property (P) Property setting of a project can be
[Refer to Section 5.4 for established.
detail]
Drawing (D) Select Created Figure (W) | The edit mode can be changed to
[Refer to “Created Figure Select Mode”.
Section 5.5 Select DXF Figure (X) The edit mode can be changed to “DXF
3”? _EI’-G for Figure Select Mode”.
etail] Point (P) The edit mode can be changed to “Point
Drawing Mode”.
Line (L) The edit mode can be changed to “Line
Drawing Mode”.
Arc (A) The edit mode can be changed to “Arc
Drawing Mode”.
Circle (C) The edit mode can be changed to “Circle
Drawing Mode”.
Involute (Circle) (S) The edit mode can be changed to
“Involute (Circle) Drawing Mode”.
Involute (Rectangle) (E) The edit mode can be changed to
“Involute (Rectangle) Drawing Mode”.
Zig-Zag (2) The edit mode can be changed to
“Zig-Zag Drawing Mode”.
Rectangle (Q) The edit mode can be changed to
“Rectangle”.
Move (T) The selected figure can be moved.
Rotate (R) The selected figure can be rotated.
Tool (T) Option (O) Tool option setting can be established.
Help (H) About (A) The version information of this
application can be shown.
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5.2 Drawing Area

(1) How to Operate

Figures (point, line, arc and circle) can be drawn.

Mouse Button

Operation

Functions

Left

button

Click

[In figure select mode]
A figure (point or line) at the cursor location can
be selected.

[In each drawing mode]
Location of a point can be indicated.

Drag

[When a figure is selected]
The position of the selected figure (point or line)
can be moved.

[When no figure is selected]
Range of a figure can be selected.

Right button

Click

Popup menu can be displayed.

Wheel
(Middle
Button)

Rotate

[When Ctrl key is held down]
Display can be zoomed in and out.

[When Shift key is held down]
Display can be scrolled right and left.

[In condition other than above]
Display can be scrolled up and down.

Drag

Display can be scrolled to the direction that you
dragged.

(2) Sorts of Displayed Points

Contents
Displa
Isplay gv .or.k Points Line Arc Circle
rigin
Work
= Origin ) ) ) )
. Starting | Starting | Starting Point /
o - Point | “point | Point End Point
- - - Pass 1! Pass Point
Point
- - - - 2" Pass Point
o ) ) End End )
Point Point
O - - - Center Center Point
Point
O - - Figure Joint Point
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(3) Sorts of Displayed Lines

Display Contents
— Non-Applicable Figure
— Applicable Figure

Selected Figure

Selected DXF Figure

- Figure under created or edited

—-—— Movement Route between Figures

5.3 Figure List Display

In this section, shows the list of the information of figures that were drawn in the
drawing area.

Click |§| button, and the order for operation for the selected figure goes up.
Click |§| button, and the order for operation for the selected figure goes down.

SMOPUIAA JO uoleue|dxg °g .
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5.4 Menu [Project] - Sub Menu [Property]

Settings related to project can be established.

The set contents should be reflected when SE program or position data is generated

except for some items.
Conduct Menu = Project = Property.

5.4.1 Coordinate System

(1) X/Y axis

Set the coordinates direction of X and Y axes to display in the drawing area.

AN Caution: This setting will be reflected to the drawing area and the soft limit range
display in the movement route display window.

(2) Z axis
Set the upper end coordinates of the Z-axis.
AN Caution: This setting will be reflected to the SEL program and position data.
Property @1
 Goordinate system | Software limit | Home back | Gycle | Movement between figures | Dispensing | interpolate mave velacity |
KA axis
B TYRE ] = TYPE 2 @ TYPE 3 & TYPE 4
Y t I Y X X
X X ¥ I ]' !
@ TYPE & ) TYPE & @ TYPE 7 & TYPE 8
X [ I X Y Y
¥ ¥ X '[ ]' i
£ aviz
@ Upper => Lower
") Lower —» Upper
Caneel

Ui r-\l‘-

Z axis
(3rd axis)

Y axis (2nd axis)

* The direction of X-axis is
opposite for the cantilever type.
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5.4.2 Software Limit

Set the software limit (negative side and positive side) for each axis.

& Caution: This setting will be reflected to the drawing area and the soft limit range
display (reference in drawing) in the movement route display window.

Property

S5

Foaxiz 0000
faxis n.ono
£-axis n.ooa
F-axiz

I Cioordinate system SD1(“"-'Elf"3|lf'r1lt| Home back | Cwvcle | Movement between fieures I Dispenszing | interpolate move velocity |

Minuz zide  Pluz side

200.000
200.000
100,000

Gancel

SMOPUIAA JO uoneue|dxg °g .



5. Explanation of Windows .

I1A1

5.4.3 Home Back

Set the order to perform home back operation.
(1) 1st
Put a check mark to the axis you would like to have home back operation first.
(2) 2nd
Put a check mark to the axis you would like to have home back operation
second.
(3) 3rd
Put a check mark to the axis you would like to have home back operation third.
(4) 4th
Put a check mark to the axis you would like to have home back operation forth.
Remove a check mark for the axis that does not require home back operation.

& Caution: This setting will be reflected to SEL program.

f Property lé]1

| Coordinate system | Software limit !Homebacki Cycle | Maovement between figures | Dispensing | interpolate move velosity |

st [ EY M2
%d @x @Y Fz
id DX @Y EZ

Cancel

10



I1A1

544 Cycle

(1) Count

® Not specify
Select this when repeating the cycles infinitely.

® Specify
Select this when indicating the number of cycles, and input the number of times
to execute.
(2) Trigger

After moving to the working home point, indicate the condition to start the cycles.
® Not specify
Select this when starting cycles without any specified condition.
® Specify
Select this when indicating conditions, and indicate the trigger port number / flag
number and their conditions (OFF-level, ON-level, OFF-edge and ON-edge).

& Caution: The settings in (1) and (2) will be reflected to SEL program.

rProperty - e w lér

Gount
@ Mot specify

() Bpecify

Cycle count

Trigeer
@ Mot specify

) Specify

Part/Flae

Cancel

11
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5.4.5 Movement Between Figures

Set the arch motion condition for when moving from each figure to another.

® InterpolateMove
CP movement is performed from the end point of the previous figure to the start
point of the next figure without having the arch motion.

® Absolute coordinates(Arch)
Indications of the Z-axis for the start trigger z-position, end trigger z-position and
the top z- position are made with the absolute coordinates.

® Relative coordinates(Arch)
Indications of the Z-axis for the start trigger z-position, end trigger z-position and
the top z- position t are made with the relative coordinates.

AN Caution: This setting will be reflected to the SEL program and position data.

f Property lﬁﬂ
| Goordinate system .i.Software limit | Home back | Gycle [ Movement between fieures | Digpenzing I interpolate move velocity | _
@ InterpolateMaove ) Abzolute coordinates(frch) () Relative coordinates{Arch)
0 Y 0 Y £

i] Y
1
(e | 2
5 = | 1
g Tl Ima | :@(B

g z

Start trigger z-position 0000) mm  -—={1)
Top z-position 0000 mm  -—{2)
End trigger z-position 0000 mm ---{8)
Yelocity 100 mmfzec
Aoceleration 03 G
Deceleration 03 o

Gancel
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5.4.6 Dispensing

Establish the settings related to dispensing operation.

(1) Dispenser I/F
® Command output port
Set the port number for the dispensing command signal output to the
dispensing device.
® Response input port
Set the port number for the complete reply signal input from the dispensing
device.
* It is not necessary to establish the settings if the operation mode of the
dispensing device is “Continuous Discharge”.
(2) Point dispensing
In case the operation mode of the dispensing device is “Continuous
Discharge”, the point dispensing time should be set.
(0.00 to 99.00sec)
* It is not necessary to establish the setting in case the operation mode of the
dispensing device is “Constant Discharge”.
(3) Dispensing time
® Prevent Fragmented Dispensing
Set the standby time since the dispensing command signal is turned on till
dispensing movement is started. (0.00 to 99.00sec)
® Prevent Spraying
Set the standby time since the dispensing command signal is turned off till
returning movement is started. (0.00 to 99.00sec)
(4) Dispense Back
® X-dispense
Set the movement distance of the X-axis. (-99999.999 to 99999.999mm)
® Y-dispense
Set the movement distance of the Y-axis. (-99999.999 to 99999.999mm)
® Z-dispense
Set the movement distance of the Z-axis. (-99999.999 to 99999.999mm)
® R-dispense
Set the movement distance of the R-axis. (-99999.999 to 99999.999mm)
® Velocity
Set the speed. (1 to 9999mm/sec)
® Acceleration
Set the acceleration. (0.01 to 9.99G)
® Deceleration
Set the deceleration. (0.01 to 9.99G)

& Caution: This setting will be reflected to the SEL program and position data.

13
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f Property lﬁw

Digpenzing

| Coordinate system | Software limit | Home back | Cyele | Mavement between fisures | interpolate move velocity|

Dizpenzer IF Prevent stringing movementDizpenze Back)
Command output port ann ¥-diztance 0000 mm
Response input port 1] Y-distance 0000 mm

Z-digtance 0000 mm

Point digpensing

for

Dispensing time Do Welozity 100 mmizec
. . Aocelerati n3n G
Prevent Fraemented Dispenszing - - el
‘Waiting time from exhalation instruction ON to axiz movement Desalerann 030 G
0on zec After movement wait time 000 zec

Prevent snravine — - .
Waiting time from exhalation instruction OFF to axiz mowvement

non zec

14
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5.4.7 Interpolate Move Velocity

Establish the settings for the velocity, acceleration and deceleration in line, arc and
circle movements (interpolate move velocity).
® \/elocity
Set the speed. (1 to 9999mm/sec)
® Acceleration
Set the acceleration. (0.01 to 9.99G)
® Deceleration
Set the deceleration. (0.01 to 9.99G)

& Caution: This setting will be reflected to the SEL program and position data.

f Property l-a-] ]

| Coordinate system | Sottware limit I Home back | Cyole I Maovement between figures | Dispensing [} nterpolate mave velocity i

Yelocity - mmi=zec
Acceleration 030 G
Deceleration 030 G

Cancel

5.4.8 Output Setting

Settings related to the output data when SEL program / position data get generated
should be established.

Pazition Ma. 1

Item Contents

Position No. | Set the top position number.

15

SMOPUIAA JO uoneue|dxg °g .



5. Explanation of Windows .

I1A1

5.4.9 Simulation

Settings should be established regarding simulation.

(1) Parameter

Controller parameters in simulation should be set up. It is available establish the

setting by reading in values from another project file or controller parameter file

by using the import button.

* In case the parameter setting values differ from the actual device, dispersion in
simulation for the cycle time and operation track may get large.

[Property 5=)

| Software limit | Home back | Gycle I Maovement between figures | Dispensing | Iterpolate move velocity | Output | Simulation | ) [

Parameter | Track data|

Common to &ll Axes Parameters

No. Name . Value [ Unit
22 | Acceleration max 999 | 001G
23 | Deceleration max 999 | 001G

Axiz—Specific Parameters

Mo, MName [ axis [ veaxis [ z-axis . R-axis . Uit
. fi . Select act direction - 1 . 1 . 1 . 1 .
| 28 | Max speed axis ' 3000 | 3000 | 2000 | 3000 | mm/ses, des/sec
| 42| Encoder resolution 31072« [131072 <] [181072 _+| (131072 <] pulse/rev
| 43 . Rate of encoder dividing frequency :IS v||3 v]_|3 vl_[S - |
| 44 | Measure revise o 0 0 il 0| 000 1mm/ 1M
[ 47 | Screw lead ' 16000 | 16000 | 6000 360000 | 0.001mm
. 0 . Gear ratio numeratar - 1 . 1 . 20 . 16 .
51 . Giear ratio denominator - 1 . 1 . AL 795
| 60 | Position eain ' an | 2| a | | A
. fifi . Fotation move axiz mode select - 0 . n . i . I .
67 . Fotation move axis short-cut select - 1] n 0 . 1] .

Impaort
oK Cancel

16
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[Details of Common to All Axes Parameters Contents]

short-cut select

No. Parameter Name Input Range Unit Remarks

22 |Acceleration max 1to0 999 0.01G

23 |Deceleration max 1to 999 0.01G

[Details of Axis-Specific Parameters Contents]

No. Parameter Name Input Range Unit Remarks
Do not attempt to change the initial

6 |[Select act direction Oto1 values or the values in the parameter
file.

28 |Max speed axis 1 to 3000 mm/s

. Set it to 800 in incremental and to

42 |Encoder resolution 800, 131072 pulse/rev 131072 in battery-less absolute.

Set it to 0 in incremental, to 4 in
- battery-less absolute and pulse motor
43 :'\r’:ti;:sncoder dividing 0,2to5 at the same time and to 3 in
q y battery-less absolute and AC
servomotor at the same time.
. -99999999 to It changes coordinates in proportion.

44 |Measure revise 99999999 0.00Tmm/1M Valid only for linear drive axes
Make sure to establish the setting to

47 |Screw lead 11099999999 | 0.001mm | satisfy “Lead Described in Catalog or
Instruction Manual” = “Screw Lead” x
“Numerator of Gear Ratio” /

50 |[Gear ratio numerator 1 t0 99999999 “Denominator of Gear Ratio” for X, Y
and Z-axes. *
Do not attempt to change the initial

51 |Gear ratio denominator 1 to 99999999 value or the values in the parameter
file for R-axis.

60 |Position gain 1 to 9999 Is

66 Rotation move axis mode 0to5

select
Rotation move axis 0: Not Selected, 1: Selected (Valid only
67 Oto5 in index mode and INC encoder at the

same time)

* Example of Setting for Axis-Specific Parameters 47, 50 and 51

Axis-Specific Parameters setting value

Lead [mm]
47 50 51
24 or equivalent 16000 36 24
16 16000 1 1
3 3000 1 1

17
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(2) Track data

Display settings for the operation track in simulation should be established.
® Display

Select “Display all sections” or “Display the section where the specific signal
is on”.

® \elocity fluctuation

It is necessary to establish the standard velocity when you would like to
change the track line thickness in response to the operation velocity. (Unit:
mm/sec)
The operation track should be shown thin in the area faster than the standard
while the track shown thick in the area slower than the standard.
The track line should be shown in constant width when the parameter is set
to “0”.

rProperty Lér

I.Sthware limit | Home back | Gycle I Movement betmeen figures | Dispensing | Interpolate move velocity | Output | Simulation |;
Parameterj Track data |
Dizplay

1 Digplay all gections

@ Display the section where the specific sienal is on

Port./Flag number 300

Welocity fluctuation

Basiz velocity 100 mmfsec

oK Cancel

* The settings above should be reflected only to the simulation track display (not to
the track display in the actual device servo monitor data).
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5.5 Drawing

There are two types as described below for how to draw figures.

® Reading figures in from DXF data
® Drawing by mouse operation

5.5.1. Reading Figures in from DXF Data

Figures can be read in from DXF data with the following steps.

1) Execute [File (F)] — [Dxf Data (D)] — [Read (R)] from the menu bar.

-

ten SEL Program Generator
File(E) | Edit(E) WView(V) Project(P} Draw(D)

] Mew Project(M)

[ Cpen Project(O) X (zm)
Save As(A) R 0.000
Save(s) int | 191.000 |

L 132,000
Dxf data(D) b m Read(R)
Reference data(F) » Clear(C)
Background image(B) » & THT-TEOT
Track data(M) P Tl DO

| oTRa.s8d
Exit(X) L 2| 151.000|

19
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2)

Indicate a DXF file name and the display offset volume to read DXF data.

-

Do import settings ; g1
File Mame
[Dpen ]
Offzet
Weamiz 0.000 mm
V-axis 0.000 mm '
[ ] ] [ Cancel I

<

&= 7CO@EM
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3)

4)

5)

The edit mode can be changed to “Select dxf items (D)”.

Draw(D) | Tool(T) Help(H)

Select drawing items{W)

Select dxf items(D)

Point(P)

Straight line(L)
Arc(A)

Circle(C)
Spiral(Circle)(s)
Spiral{Rectangle)(E)
Zigzag(Z)
Square(Q)
Translation(T)
Rotation(R)

Select the figure that you would like to read in by clicking on the left mouse

button.

N

Click on the right mouse button to open the popup menu and execute [Import

().

By executing [Import SI)] with holding down [Ctrl] key, start point and end point

(1% pass point and 2"
be read in.

pass point for a circle) can be swapped to each other to

21
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Import(I)
Exchange start point for end point(E)
Modify (M)

@ In normal @ With [Ctrl] held down

Start and end points
swapped to each other

5. Explanation of Windows .

If you wish to continue to read in other figures, repeat 4) and 5).

22
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5.5.2 Drawing by mouse operation

In this section, explains how to draw by mouse operation.

5.5.2.1 Common ltems

(1) Peak Snap
When you put the mouse cursor near a peak point of a figure while in drawing, it
gets snapped (gripped) to the peak point. (The snapping range can be changed

in the tool option.)
* When you desire not to have the cursor snapped, hold down [Ctrl] key and
[Shift] key while you move the mouse cursor.

Snap range

N
/7 N ’ N /7 N
/ \ / \ / \
/ \ / \ / \
/ 8 / 8 / 8
I \ I \ I \
o | o | O
| | | | |
\ / \
/ / \ /
\ / \ /
N / N .
N 2 N
N - /| N /|

Once the cursor It gets snapped.
gets in the range,

By snapping the start point of a figure (line, arc or circle) to the end point of
another figure, the figures can be joined.

At the joined point of the figures, operation can be performed continuously
without making a stop.

Stops between Continuous
figures and arch : operation
operation without stopping

23
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(2)

How to Change Edit Mode

There are two types for how to change the edit mode.
® Selection in [Drawing (D)] menu on the menu bar

® Selection by tool button

Mode

Change Method

Menu Bar [Drawing (D)]
Menu

Tool
Button

Created Figure Select

[Created Figure Select (W)]

DXF Figure Select

[DXF Figure Select (X)]

Point Drawing [Point (P)]
Line Drawing [Line (L)]
Arc Drawing [Arc (A)]
Circle Drawing [Circle (C)]

Involute (Circle) Drawing

[Involute (Circle) (S)]

Involute (Rectangle) Drawing

(
[Involute (Rectangle) (E)]

Zig-Zag Drawing

[Zig-Zag (2)]

Rectangle Drawing

[Rectangle (Q)]

O @/e| 0N =k
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5.5.2.2 Point Drawing

1) The edit mode can be changed to “Point Drawing Mode”.

2) Click at a position you would like to start drawing.
* Press [ESC] and drawing word finishes, and the mode changes to the
created drawing select mode.

K& |/ C LIl = |/ C

Repeat 2) when it is necessary to continue drawing a point.

25
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5.5.2.3 Line Drawing

1) The edit mode can be changed to “Line Drawing Mode”.

2) Click at a position you would like to start drawing.
* Press [ESC] and drawing word finishes, and the mode changes to the
created drawing select mode.

K& = /ZICO@

3) Click at a position you would like to have the end point of drawing.
* Press [ESC] key and it goes back to 2) (Start Position Select).

K& = /CO® K& = /CO®

Hold down [Ctrl]] key when you move the mouse cursor, and the direction
of the end point can be fixed at 0Odeg, 90deg, 180deg and 270deg.

Repeat 2) to 3) when it is necessary to continue drawing a line.

26
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5.5.2.4 Arc Drawing

1) The edit mode can be changed to “Arc Drawing Mode”.

2) Click at a position you would like to start drawing.
* Press [ESC] and drawing word finishes, and the mode changes to the
created drawing select mode.

&&= /CO®

3) Click at a position you would like to have the end point of drawing.
* Press [ESC] key and it goes back to 2) (Start Position Select).

K& = Z/ICIO®

Hold down [Ctrl] key when you move the mouse cursor, and the direction
of the end point can be fixed at 0deg, 90deg, 180deg and 270deg.

27
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4) Click at a position you would like to have the waypoint of drawing.

5. Explanation of Windows .

28

* Press [ESC] key and it goes back to 3) (Start Position Select).

RI& = /

~

Oce

K& « Z|C

Oce

W/

Hold down [Ctrl] key when you move the mouse cursor, and the angle of
the arc center can be fixed at 180deg (semicircle).

Repeat 2) to 4) when it is necessary to continue drawing an arc.
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5.5.2.5 Circle Drawing

1) The edit mode can be changed to “Circle Drawing Mode”.

2) Click at a position you would like to start drawing.
* Press [ESC] and drawing word finishes, and the mode changes to the
created drawing select mode.

&%« / ClO®

3) Click at a position you would like to have the 2nd pass point of drawing.
* Press [ESC] key and it goes back to 2) (Start Position Select).

&&=/ CO®

Hold down [Ctrl] key when you move the mouse cursor, and the direction
of the 2nd pass point can be fixed at 0Odeg, 90deg, 180deg and 270deg.

29
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4) Click at a position you would like to have the 1st pass point (point to
determine the rotating direction of the circle) of drawing.

* Press [ESC] key and it goes back to 3) (2nd pass point position select).

RI&l = /7 C

®)

@

NIDNEWYAS

®)

Repeat 2) to 4) when it is necessary to continue drawing a circle.
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5.5.2.6 Involute (Circle) Drawing

1) The edit mode can be changed to “Involute (Circle) Drawing Mode”.
2) Click at a position you would like to have the center point.

* Press [ESC] and drawing word finishes, and the mode changes to the
created drawing select mode.

&&= 27CO@E M

3) Click at a position you would like to have the outer end point.
* Press [ESC] key and it goes back to 2) (Center Point Position Select).

& = 27 CO@E M

Hold down [Ctrl] key when you move the mouse cursor, and the direction
of the outer end point can be fixed at 0deg, 90deg, 180deg and 270deg.

31
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4) Establish the condition settings in the circular involute setting window.

InputSpiralCondition Lﬁj
Center FS 15,000 mm ¥ G2.000  mm Radius 47,802 mm
End S 44,000 nm ¥ 100,000 mm
Pitch 1.000 T TurnCount 48
Type @ HalfGircle () QuarterCircle
Outer (0 Open @ Glose
Direction @ InToQut () OutToln
Ok ] | Cance|
® Center
Change the coordinates (mm) of the center point indicated in 2) if
necessary.
® End
Change the coordinates (mm) of the outer end point indicated in 3) if
necessary.
® Pitch

Indicate the pitch (mm) of an involute.

R

* In case the radius cannot be divided by the pitch, the most inner pitch
will be smaller than the indicated pitch.

32
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® Type
Indicate the involute type.
- [Half Circle]: An involute is created with a combination of arcs
with 180deg of the central angle with different radii.

- [Quarter Circle]: An involute is created with a combination of arcs
with 90deg of the central angle with different
radii.

It is closer to the perfect circle than “Half Circle”.

AN

Z

[Half Circle] [Quarter Circle]

V)
//

f@ﬁ
%

v 7

)

/

® Outer
Indicate whether you would like to close the outer end or not.

Close Open

N
)
)

¢

Repeat 2) to 4) when it is necessary to continue drawing a circlet involute.

33
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5.5.2.7 Involute (Rectangle) Drawing

1) The edit mode can be changed to “Involute (Rectangle) Drawing Mode”.

2) Click at a position where you would like to have the start point.
* Press [ESC] and drawing word finishes, and the mode changes to the
created drawing select mode.

R = 7CO@aEM

3) Click at a position where you would like to have the end point (a point on the
opposite side of the start point) to determine a rectangle.
* Press [ESC] key and it goes back to 2) (Start Point Position Select).

RI& = 7CO@aEM
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4) Establish the condition settings in the rectangle involute setting window.

InputRectSpiralConditionForm _ ﬁ
Start K 15000 mm Y G000 mm  Width K 6.000 | mmo Y 102,000 mm
End K 61.000 mm Y 109.000 mm
Pitch 10000 mm TurnCount 3
Direction @ ¥ ®
[ 0K ]I Cancel
® Start
Change the coordinates (mm) of the start point indicated in 2) if necessary.
® End
Change the coordinates (mm) of the end point indicated in 3) if necessary.
® Pitch
Indicate the pitch (mm) of an involute.
| |
Pitch
O |
® Direction

Indicate the direction (X or Y) to get moving first.

> Y > Y

X direction Y direction

Repeat 2) to 4) when it is necessary to continue drawing a rectangle involute.

35
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5.5.2.8 Zig-Zag Drawing

1) The edit mode can be changed to “Zig-Zag Drawing Mode”.
2) Click at a position where you would like to have the start point.

* Press [ESC] and drawing word finishes, and the mode changes to the
created drawing select mode.

K& = 7CO@aEM

3) Click at a position where you would like to have the end point (a point on the
opposite side of the start point) to determine a rectangle.
* Press [ESC] key and it goes back to 2) (Start Point Position Select).

K& = 27CO@EM
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4) Establish the condition settings in the Input Zigzag Condition Form window.

InputZigzagConditionForm L ﬁ

Start " -5000 mm b 12000 mm
End " g1oo0 mm Y 12000 mm
Pitch 1.000  mm

Direction @ X (Y

[ K ] [ Cahcel
® Start
Change the coordinates (mm) of the start point indicated in 2) if
necessary.
® End
Change the coordinates (mm) of the end point indicated in 3) if
necessary.
® Pitch

Indicate the pitch (mm) of an zig-zag.

® Direction
Indicate the direction (X or Y) to get moving first.

> Y > Y

X direction Y difection

Repeat 2) to 4) when it is necessary to continue drawing a zig-zag.
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5.5.2.9 Rectangle Drawing

1) The edit mode can be changed to “Rectangle Drawing Mode”.

2) Click at a position where you would like to have the start point.
* Press [ESC] and drawing word finishes, and the mode changes to the
created drawing select mode.

& = ,CO@@MO
Y Py [] 80100 12

X

an 20
&

]

120

3) Click at a position where you would like to have the end point (a point on the
opposite side of the start point) to determine a rectangle.
* Press [ESC] key and it goes back to 2) (Start Point Position Select).

&Il = ,rCO@zMO
2 0

Y 2 i 120
X

40

il
e

120
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4) Click at a position you would like to have the 1st waypoint (point to
determine the direction to create the rectangle) of drawing.
* Press [ESC] key and it goes back to 3) (point to determine the direction to
create the rectangle)
EE - 27CO@EM
P a0

Y Jon1en

X

40

bl

120

Repeat 2) to 4) when it is necessary to continue drawing a rectangle.
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5.6

5.6.1

5.6.1.

40

Rectifying a Figure

Select a figure and select it from the popup menu displayed by clicking the right
button of the mouse.

Move

1 Moving a Point

A peak point of a figure can be moved.

Drag a peak point you would like to move on the mouse (left button), and release the

button at the position where you would like to drop the point.

* By pressing [ESC] button before releasing the mouse button, the rectification can be
cancelled.

:> R

/

By snapping the start point of a figure (line, arc or circle) to the end point of
another figure, the figures can be joined.

At the joined point of the figures, operation can be performed continuously
without making a stop.

Stops between Continuous
figures and arch operation
operation without stopping
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5.6.1.2 Moving a Figure

The position of a figure can be moved.

(1) Moving a Figure by Dragging

Drag a peak figure you would like to move on the mouse (left button), and release

the button at the position where you would like to drop the point.

* By pressing [ECS] button before releasing the mouse button, the rectification can

be cancelled.

While dragging a figure, the peak snapping feature will not work.

=)

4

—

N

(2) Moving a Figure by Indicating Translation Distance

1) Select a figure you would like to move, and execute [Drawing (D)] —

[Translation (T)] from the menu bar (or [Translation (T)] from the popup menu).

2) Input the translation distance for X and Y-axes in the movement setting
window and click [OK] button.

S

Translation

Tranzlate distance

Heaxiz

Yeaxiz 0000

| | Gancel |

————————————
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5.6.2 Rotation

A figure can be rotated.

1) Select a figure you would like to rotate, and execute [Drawing (D)] — [Rotation
(R)] from the menu bar (or [Rotation (R)] from the popup menu).

2) Input the rotation angle and the rotation center in the rotation setting window
and click [OK] button.
Rotation center can be selected from the following;
@ Start point
Set the start point coordinates for each figure as the rotation center.
® Center
Set the middle point for a line, the center for a circle or arc as the rotation
center.
® Specified
Set the indicated coordinates as the rotation center.

Rébaion [

Fotation dnele
frele 0000 deg
Raotation Center Position
| Start point
) Center
@ Specified
H-axis 0.0on mm
T-axis 0.0on  mm
0] 4 | | Cancel |
e —— r)

5.6.3 Divide

Aline can be divided (in half).
Select a line you would like to divide, and execute [Divide (D)] from the popup menu.

- a | =) | =

]
]
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5.6.4 Swapping Start Point and End Point

The start point and end point of a figure (1st waypoint and 2nd waypoint for a circle)

can be swapped with each other.
Select a figure you would like to make a swap and execute [Swap Start Point and End

Point (E)] from the popup menu.

[, ] |::> (I, |

5.6.5 Delete

A figure can be rotated.
Select a figure you would like to delete and either press [Del] key or execute [Remove

(R)] from the popup menu.
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5.6.6 Editing Information of a Figure

5.6.6.1 Vertex

The information of a figure can be edited.
Select a figure and select it from the popup menu displayed by clicking the right button
of the mouse.

1) Coordinates of Vertex

Coordinates of each point can be set.
If the Z-coordinate is left blank, the Z-coordinate from the previous figure will be
taken over.

2) CP Velocity
Settings for velocity, acceleration and deceleration of linear movement, arc
movement and circular movement can be established.
The values set in the project property will be applied to the items in blank.

e

Circle

Vertex | Movement bg

Start point
H-pozition
Y-pozition

Z-pozition

GP Welocity

Welocity
Acceleration

Deceleration

["straight line o~y et G |
Vertex | Movement between fieures | Dispensing |

Start point End paoint
H-pozition Q000 mm F-pozition 22000 mm
Y-pozition 4000 mm Y-pozition 26000 mm
Z-pozition 7135 mm Z-pozition mm

GF Velocity
Welocity mmizec
Acceleration G
Deceleration G

[ o]4 J | Cancel |
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5.6.6.2 Movement Between Figures

Set the arch motion condition for when moving to the applicable figure from the
previous one.

Setting can be edited only when a check mark is put on “Set arch motion individually”.

® Interpolate Move
CP movement is performed from the end point of the previous figure to the start
point of the next figure without having the arch motion.

® Absolute coordinates (Arch)
Indications of the Z-axis for the start point trigger, end point trigger and the peak
point are made with the absolute coordinates.

® Relative coordinates (Arch)
Indications of the Z-axis for the start point trigger, end point trigger and the peak
point are made with the relative coordinates.

The settings in the project property will be applied when a check mark is removed
from “Set arch motion individually”.

[ circle o~ 1 o] |

@ InterpolateMove ) fbzolute coordinates(firch) () Relative coordinates(firch)
I 0 Y 0 Y 0 wY
a ::I @ ca:l |
[-:2:- } i 2;
K] . brow @
' _-"--*. 7 7 _I_ m.: | :“i(
Start trigeer z-position onon| mm --—-(10
Top z-position onon| mm ——-(2
End trigeer z-position onon| mm ——- (3
Welocity 100 mmdsec
Acceleration nan G
Deceleration nan G
[ 6]9 J | Cahcel |
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5.6.6.3 Dispensing

(1) Dispense

(2)

3)

Put a check mark and dispensing operation will be conducted.

Point dispense

Set the point dispensing time for when the dispensing device is in “Continuous
Discharge” mode.

Put a check mark in “Individual Settings” to apply this setting, and remove the check
mark to apply the settings in the project property.

Back movement

Establish the settings for return operation.

Put a check mark in “Individual Settings” to apply this setting, and remove the
check mark to apply the settings in the project property.

e

Circle . ‘ . ' S 1

[ Vertex | Mavement between fieures | Dispensine |

[¥] Dizpenze
Back movement

[7] Individual Settings

0000 mm
0000 mn
0000 mm

“JD mms =g
030 G
030 G

[ QK ] | Cancel |
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5.7 Generating SEL Program and Position Data

1) Execute [Project (P)] — [Generate (G)] from the menu bar.

n

File(F) Edit(E) view(V) | Project(P) | Draw(D) Tool(T) Help(H)

- /ClO0EmaO

Generate(G) | IE
Action Ve PRop ) (xm) Z {um) Y0

» 0 Work Home Point 0.000 0.000
1 Point Point 12.000 21.000
2 Straight line | Start poinc 12.000 40.000

End point 44.000 72.000 -
3 are Start point 44.000 72.000

Pass point 13.000 100.000 -

End point 45.000| 126.000 it

4 Circle Start point 23.000| 148.000 o
Pass point 1 50.285|  166.451 200t ||[®
Pass point 2 33.000| 192.000 o.o00fil

0 20 40 60 BO 100

120

140 160 180 200 220 240

2) SEL program and position data are generated and the detail of them will be
displayed.
® SEL Program
The SEL program list gets displayed.

SelGenerateForm

(= [ o

E N Cnd Cmnd Operand 1 Operand 2 Pst

Comment

W =1 W e W Ry

T T e e R T e R =
L= T = S e B - S T T R S

EE T sy

* This program was generated A

* by SEL program generator. V0.0.0.4 *

* 2015/12/25 10:41:41 *

e T ey

T T T T L

*Initialize *
EE R e e
BICF 300
ACHZ 3 Z-axis for arch
ER S R R L R R A R R R L
*Home return *
ER e e R R R R R R R R R s R R R
HOME 100
HOME TH

EE T Ty

| *[o000] *

LR e e T E T

Y 9 |

| Execute subroutine

T T L
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® Position Data

48

The position data list gets displayed.

Sé&‘lerateﬁ)ml

)

ll.mzcel
¥imm) Z(mm) R(deg) Velimm/sec) 2Acc{G) DcliG)
b1 0.000 100 0.30 0.30
2| 0.000 0.000| 0.000 100 0.30 0.30
3 0.000
4 0.000
o 0.000
612.000| 21.000| 0.000 100 0.30 0.30
7112.000| 40.000| 0.000 100 0.30 0.30
B 44.000( 72.000| 0.000 100 0.30 0.30
9 13.000(100.000| 0.000 100 0.30 0.30
10 |45.000(126.000| 0.000
11 |23.000(14E8.000| 0.000 100 0.30 0.30
12 |50.285|166.481 | 0.000 100 0.30 0.30
13 [33.000 |192.000| 0.000
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® Operation Route

Based on the created figure information, the operation route gets shown in

simple 3D. (* It is not the actual operation track.)

-
SelGenerateForm

BEERX

|Prngram Position| Route
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Mouse
Button

Left button Drag The display rotates.

Operation Functions

Right button - It is not for use.
Wheel Rotate [When Ctrl key is held down]
(Middle Display can be zoomed in and out.
Button) [When Shift key is held down]
Display can be scrolled right and
left.

[In condition other than above]
Display can be scrolled up and
down.

Drag Display can be scrolled to the direction
that you dragged.

3) The SEL program and the position data can be saved to a file if necessary.
The saved file can be read in with XSEL PC software.

SEL Program XSEL PC Software

Generator
EELProgranj Eosition da% H EELProgran] Eosition da%

50
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5.8 Simulation

The generated program can be simulated so you can get to know the operation track
and cycle time as a reference.

ANE

Note that the operation track is a movement command to a controller, and it

does not include the dispersion (caused by load, finishing, etc.) which can
be assumed in the actual use of the device.

The cycle time display may change depending on the performance or load
of your computer, and it does not include the dispersion (caused by load,
finishing, etc.) which can be assumed in the actual use of the device. Close
all the softwares other than this software as much as possible when running
a simulation and use it as a reference.

The cycle time should be calculated assuming that the external input
standby operation gets cancelled immediately.

The cycle time should be calculated assuming that the home-return
operation gets completed immediately.
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1) Execute [Project (P)] - [Simulate (S)] - [Start (S)] from the menu bar.

. Sample.sgprid - SEL Program Generator (Dispense)
File(F) Edit(E) View(V) | Project(P) | Draw(D) Tool(T) Help(H)
* 3 Geerate® L)W OV @@INNC]
[ Action artek i Simulate(S) » | Start(S) |

[ Work Home | Point Property(P) Clear Track data & Cydle time(C)
1| Paint | Point | LRI
2| Point | Point | 20000] |

2) Operation track and cycle time should be displayed after the simulation is

= Sample.sgprid - SEL Program Generator (Dispense) BN
Fle(F) Edit(E) View(v) Project(P) Draw(D) Tool(T)  Help(H)
Tl kL
3 k- ,CcOoe@amnO
Action  Mertex  Mmm} <INy 30 20 [0 0 10 2 30 40 50 6 70 8 90 0 10 1
0 | Wiark Home Faint 0p00
1 Faint Point 10000
2 Point. Paint 20000 =
3 Straight line| Stert point | 20000| |
End point 10000 |
4 [Straight line| Start point 10| | | o
End point 20000
§ Straight line | Start point 2000 g o - —
End coint ol |~ q”‘ig’v H
m -
Confi
o
=
=
i Complete!
3 = A
¥ (Cycle time = 9.735 5)
| m 7 T
ng: -5.821, Y= 7.011 Magnification: 1003 | [Cycle tine = 8.735 5
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[Cycle Time]
It is the sum total of the
operation time in one
cycle of “work home
position — drawn figure —
work home position” and
time required for related
processes.
It shows the process time
required to perform “Cycle
top (DWLT Command in
figure)” — “Cycle end
(EDDO Command in
figure)” in the generated
program.
* The program shown in
the figure on the right is
an example.

A set of process

subject to cycle time

calculation

= e oD —d T2 A e w2 D

12
13
14
15
16
17
1]
13
20
2
22
23
24
2h
26
27
28
29
an
H
a2

34
3
36
LN
38
BE]
40
4
42
43
44
45

E M Cnd Cond Operand 1

# Thiz program was generated

# by SEL program generator. ¥3.0.0.1

*

2017,/06/17 20:31:55

#lnitialize

BTOF ann
ACHZ 3
#Home return
HIOME 100
HOKE 11
#[0000]
EXER a4
#Cvcle top
DWLT 1094 100
#[0001]-[0003]
MOYL B
BTON ann
PATH 7 3
BTOF ann
+[0000]
EXER RE]
#0vicle end
A00 1099 1
EDDN

#Program end

EXIT

Operand 2 Pst  Comment -

m

Z-axiz for arch

Execute subrout ine

[ooo11- [oooal

Execute subrout ine

Counter increment

Jump to cvcle top

Prozram end
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[Error View]

If an error gets detected in the simulation, content as shown below should be displayed in
the error window, and a cross (x) mark should be shown on the figure or track that the error
was detected.

% Sample.sgprid - SEL Program Generator (Dispense) == H_hj
File(E) Edit(E) View(y¥) Project(P) Draw(D) Tool(I) Help(H)
L

Ll s Lk - 2 CO@E MO
L leifiotion vl Vertex MINY 0 10 20 30 40 50 60 W #8090 100

0 |Work Home | Paint X

1| Gircle | Start point |

| Pas= paint | = =
s point ’ Error

| Pass point | 10

-10

|®| Err: C73 Target Position Out of Range
S Step:30
Axis:1

20

]

40

60

i | 3

(¥ -23.500, Y=  6.700 |Magnification: 100

[Contents Displayed in Error Window (display to be shown only for contents with
information)]

e Err : Error Number and Error Name

e Step: Error Detection Program Step *

e Axis : Error Detected Axis Number

e Pos : Error Detected Position Number *

* Applicable for SEL Program Generation Window Display displayed by selecting

[Project (P)] - [SEL Program Generation (G)]
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5.9 Tool Option Setting

Setting should be established for each option.

Common Setting
Drawing Setting
DXF Setting
Reference Setting
Generate Setting
Simulation

Opticn M

C

§| Drawing I Dk I Reference I Gienerate | Simulatinn|

Ling width 24 Restore default
Vertex zize - b : Restare default
Pick range 1042 Resztore default

Pick judee distance 102 Reztore default

il

Rendering quality lHigh v| | Reztore default

[7] Draw center point(fre/Circle)

[ 0]4 J | Cancel |
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5.9.1

How to Display Setting Window

Execute [Tool (T)] - [Option (O)] from the menu bar.

5.9.2 Common Setting

56

Restore default

RFestore default

Line width 2f] |
Vertex size Bls |
Pick ranee Bls |
Pick judee diztance Y= |

Restore default

Rendering quality |High v||

|
|
Fesztore default |
|
Feztore default |

Craw center point{&rc/Circle)

Iltem

Contents

Line width

Set the line width of a line figure.
Unit: Pixel
Settable Range: 1 to 10 (Default: 2)

Vertex size

Set the size of a peak point.
Unit: Pixel
Settable Range: 0 to 10 (Default: 6)

Pick range

Set the picking range of the mouse cursor when
clicking a figure with a mouse.

Unit: Pixel

Settable Range: 1 to 10 (Default: 5)

Pick judge distance

A figure starts moving after the figure gets picked
(selected) and dragged for the distance set in this
setting or more.

Unit: Pixel

Settable Range: 0 to 10 (Default: 3)

Rendering quality

Set the drawing quality of a figure.
Set it to “Low” and the load of drawing process should
be reduced.

Settable Range: Low or High (Default: High)

Draw center point (Arc/Circle)

Set if a center of a circle / arc should be shown.




I1A1

5.9.3 Drawing Setting

Marmal line color [-] [

Festore default

Dizpenzing line color [-] [

Reztore default

Selected ling colaor [-] [

Restore default

Decimal places 2k [

Restore default

Shap ranee 10} ’

Restore default

Iltem

Contents

Normal line color

Set the color to display normal figures (figures not
selected and no dispensing conducted).

Dispensing line color

Set the color to display figures with dispensing
conducted.

Selected line color

Set the color to display selected figures.

Decimal places

Set the number of digits under decimal point for the
coordinate values at the position where the mouse
cursor points at.

Unit: Digit

Settable Range: 0 to 3 (Default: 3)

Snap range

Set the snap range of a peak point.

Set it to “0” and the snap function will be inactivated.

Unit: Pixel
Settable Range: 0 to 100 (Default: 10)
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5.94

5.9.5

58

DXF Setting

Mormal line caolar [

] ’ Resztore default ]

Selected line caolar [

] [ Resztore default ]

Spline 1zt division distance

[7] Import Z-coordinate
[ Remove imported figures

10 [ Restore default ]

Iltem

Contents

Normal line color

Set the color to display figures not selected.

Selected line color

Set the color to display selected figures.

Spline 1st division distance

Set the distance to divide a spline figure into straight
lines.
Settable Range: 0.1 to 100.0 (Default: 1.0)

Import Z-coordinate

Set if the Z-axis should be read in when a dxf drawing
is read in.

Remove imported figures

Set if the read dxf drawing should be deleted.

Reference Setting

Line colar [-] [ Resztore default

Item

Contents

Line color

Set the color to display reference figures.
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5.9.6 Generate Setting

Suppresz coordinate =o that it fallz within software limit

Simple arch mation converzion when arch mation iz not establizhed

Item

Contents

Suppress coordinate so that
it falls within software limit

Set if adjustment should be conducted to get in the
soft limit range when a figure falls out of the soft limit

range.
A warning message will appear if no adjustment is

conducted.

Simple arch motion

is not established

conversion when arch motion

Set whether to switch to the simple arch motion (go
up in Z-axis — move horizontally — go down in
Z-axis) when “Relative Coordinate Indicated Arch
Motion” should not satisfy the arch motion conditions.

5.9.7 Simulation

Adjuzt cvcle time

fast

2oy

Iltem

Contents

Adjust cycle time

It is for adjustment at the manufacturer. Keep it set at 0.
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5.10 Version Information

60

Execute [Help (H)] - [About (A)] from the menu bar, display the “Version Information

Window”

-

Yersion

S5

SEI_D SEL Program Generator {Dispense)

9.999 [2017.07.26]

GE“ 18I Carporation

DLL “erzion

FilelhfoTranz dll 909419
WRCInterface TTA Al YT
VRCGommonintertace dll 9993
SELGntrErrorMezzage dl| . 944949

—
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6. How to Operate

Refer to the following flow in order to generate and check the SEL program and position

data.

v

Create a new project

v

Set the project properties

v

Draw figures

v

Modify figures

A 4

(Simulation)

A 4

Generate SEL program

v

Write data to a controller

A 4

Test

v

Save the project

61

alesadQ 01 MOH 9 .



6. How to Operate .

I1A1

6.1

File(F)

Create a New Project

The drawing data and condition settings necessary to create a program are to be

managed in program units.

1) Execute the menu [File (F)] — [New Project (N)].

==

Edit(E) View(V) Profct(P) Draw(D) Tool(T)

Help(H)

New Project(N) \

Open Project(0)

‘IIII

Save As(A

Save(s)

Dixf data(D)
Reference data(F)
Background image(B)
Track data(M)

Exit(X)

[Megrif icat fon: 1008

62

OutFunction

[ New Project Iﬂ ]
Riobot
Controller Type
Mumber of axes
# stroke 200 -
Y stroke 150 -
180
Dizpenzer

Disable

Gancel

2) Establish the settings for the specification of the robot to use and the operation

mode.
MNew Project M
A g
o Robat ~“
r A
L |
m m
m n
E xevoke :
n
i
SRR :
u| .
m
m| ]
| .
u 140 o
: ]
u ; m
s Dispenser r
L
o
", e (Contis dschree <
“sssssssEnsEEssEEEEEER’
OuFuncton

: Gancel

emm,
i
=
n

Operation mode can be selected from continuous discharge and quantitative
discharge. The quantitative dispensing is a mode to perform dispensing until the
response input port set on the dispensing device I/F described in Section 5.4.6

turns on.
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6.2 Creating an Operation Route

6.2.1 Preparation for Reading CAD Data

Prepare CAD data (DXF) to work on in advance.

1) Toread in a DXF file,

execute “File (F)” — “Dxf Data (D)” — “Read (R)” from the menu.

2) Click the open button and select the CAD data file to work on.

.

3) Adjust the relation of

otn SEL Program Generator
e F . . ~
T File(E) | Edit(E) View(v) Project(p) Draw(D)’s, Dxf import settings o
1 New Project(N) . File Name
.
Open Project(0) — . -
et J
Save As(A) | 0.000 | . ; ‘,
Save(S nt | 191.000| = N I !
= L 132,000 = ) Dffset PO ,
Dixf data(D) ’ | Read(R) | H _
n Fraxiz 0000 mm
Reference data(F) » Clear(C) .
2 Background image(B) » [T TeTIOOOT .: -aniz 0000 mm
Yean B e UL L LLL L oy i d e A i
= E 1 185.492 —
Exit(X) t 2| 151.000| oK Gancel

positions of the coordinates (0, 0) (= tool tip position) and the

workpiece in the drawing window to the actual position relation™ by the offset

setting.

*1 When the X-axis and Y-axis are positioned to the base coordinate datum point

(0, 0) of the robot

, make sure to check the position relation of the tool tip and

workpiece in the device drawing in advance.
The relation between the coordinates in the CAD drawing and the coordinates in
the drawing window should be as shown below.
- X Coordinate in Drawing Window = [X Coordinate in CAD Drawing] + [X-axis

Offset]
- 'Y Coordinate in Drawing Window = [Y Coordinate in CAD Drawing] + [Y-axis
Of‘fset] ’_l
Z-axis Y-axis
S
Robot Base
| Graim Paint ’
g L b
g - b
i)
b |
| jroc! |_) of the tool tip and the workpiece when

X-axis and Y-axis are at the origin point

- o “a” and “b” show the relative positions
of the robot base coordinates.

Y
X -axis|
¥ ¥
Dxt import settings
In this example, the setting is established Y || e tens
at values that the left top point of the
workpiece gets shown at the point of
(a, b) in the drawing screen. Ottsct
[X-axis Offset] = Heag mn
a —[X Coordinate in CAD Drawing] =7t -
[Y-axis Offset] = "
b —[Y Coordinate in CAD Drawing]
J
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6.2.2 Picking up a Dispensing Route Figure

64

Select a figure to use for dispensing from the CAD data you have read in in order to

load itin.

1) Execute “Draw (D)” — “Select dxf items (D)” from the menu.

File(F) Edit(E) View(V) Project({h

Draw(D) | Tool(T)  Help(H)

Draw(D] | Tool) _Help(t)

RELL Celedhdrawing dems(iid)s s e

‘ Sclect drawing items(W)

Action Vertex Ll

&= 7 C

H Select dxf items(D)

4nmump

«| Sclect dxf items(D
] (D)
(] LH

Paint
) IIII_III_IIIIIIIII
1 |Straight line | Starl puint Straight line(L)
End point Arc(A)
2 arc Start point Cirdle(<) =]
Pass point
i Spirsl(Circle)(5)
3 Scraight line | Start peint Spiral(Rectangle)(C)
End point Zigzag(Z)
& Are Srare paint Square(Q)
Pass point e
End point Translation(T)
5 |Straight line | Start peint Rotation(R)
Ena point TTTI0T g5TTO0 s
& Are Start peint 92.300] 95.700 | ‘-*
Pass point a1.568 | 97.468

]
el

e B e

vb oo b

T

(T

oceaml : :
50 1] ennnefOiE(Phsunnnnnnnnnnnns
Straight line(L)
Arc(A)
Circle(C)
@ Spiral(Circle}(S)
" Spiral(Rectangle)(E)

@ Zigzag(Z)

Square(Q)

Translation(T)
Rotation(R)

2) Click the figure showing the dispensing route on the mouse to select it.
The selected figure gets shown in orange and right-click to display the popup

menu.

File(F) Edit(E) View(V)

Project(P) Draw(D) Tool(T)

/CcOeamngd

i

N -
Y0
X

100

120

140

160

180

100 120 140

Import(I)

Exchange start point for end point(E)
Maodify(M)

Translation(L}

Rotation(R)

Divide(D)

-Cut(TJ Cirl+X
Copy(C) ctrl+C
Paste(F) Ctrl+v
Delete(D) Del
Select All(A) Ctri+A

¥= TE.000, Y= 45.000 |Magnification:76R
|15 —




I1A1

3) Execute “Read in” from the popup menu. The figure that was read in (dispensing
route) gets displayed in blue.

. o
| Fle() EJWE) View(V) Project() Draw(d) TooltT) Help(H) ‘ = e
mi- ,CcOoam S
N TR £ OSENL
NEERi T T S
18— - -
= T:
B o e I Al H
B i
1:
F 1
e i b]
= ' ol
....... i ——_c
s Drawing Data List

In the drawing data list on the left of the screen, the types of figures and points that
were read in get displayed. The order shown in the list will be the order of

operation.
Refer to 5.2 (2) and (3) for the colors and types of the lines and points.

Repeat the operation of (2) to (3) to create the dispensing route.

Be careful so the start point and the end point do not get other way around when
reading in. Press [Ctrl] key while reading in and the start point and end point can be

swapped.

65
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6.2.3 Program Execution Start Position Setting

66

Set the coordinates for the working home point (standby position) that should be the
start position for program execution.

<Reference>

Setting can be established at any position.
Set the position considering not to have interference when a replacing workpiece.

1)

[ — £l S L
M '3
File(F) Edit(E) View(V) Project{n)m| Draw(D) | Tool(T) Help(H) .

5 |Straight line | Start point

Square(Q)

&[] =

! a|  Select drawing items(w)
' | 2evion Vertex wl7] select dufitems(D) i\Y
it 2 Point(r
LANR _ Work Eome | FPoint EmEE snsnnnnnnafX
1 |straignt 1ine | Start pulne Straight line(L)
| End point Are(A)
2| arc Starc point | Cirde(c)
| Pas3 point :
| = Spirsl(Circle)(5)
3|Straight line | Start point Spirol(Rectangle)(C)
End poi Zigzag(Z)
4 Are

2)

Ena point 9z g5 T
Arc Start point 92.300 95.700
Pass point 91.568 97.468

n

/%O?En‘ljl

Execute “Draw (D)” — “Select drawing items (W)” from the menu.

T S B e L)
Select drawing items(W) | .
= Seleat wafitema(BE s nanna"
Point(P)
Straight line(L)

Arc(A)

_emmTy

Circle(C)
Spiral(Circle)(S)
Spiral(Rectangle)(E)
Zigzag(Z)
Square(Q)
Translation(T)

Rotation(R)

Click on “Work Home” at the top of the created data list to select it, and click on the

right button and execute “Modify” from the popup menu that appears.

File(F)  Edit(E)

View(V)

Project(P)

Draw(D)

Tool(T)

Help(H}

EE NN NN NS S S S SN NS NN NN NN NN EEEEEEEEEEEEEN

eumEEEEN

i Action Vertex X (mm) ¥ {mm) Z {mm)
L) Work Home Point | 0.000 0.000 0.00d
1| 5traight line E.Ert point 77.200 50.000
End point 77.200 69.800
snan e i e a NI P i n n a A ¥ m n WA mmn
Pass point 77.786 71.212
End point 79.200 71.794
3 [Straight line | Start point 79.2[“3' 71.794
£nd point a{gogoo | 71.800
4 Arc Start point Simﬂ_li:liljegn] T

st o o

‘assEEEEEEEEEEEEEEEEEEEEERS

Set the working home point coordinate (X, Y and X) in the edit window.

File(F) Edit{E) View(V) Project(P) Draw(D) Tool(T) Help(H)
&
| Action Vertex ¥ (mm) ¥ (zm) Z{mm)_ =Ny
[ " o allh- A}
LA Work Home 1 '”rt"l' " .
1 |Straight line | Start point| mporte n
End point ¥ Exchange start point for end point(E) :
2 Arc Start poinwm | | Modify(M) ‘ .
o} i
| Pass pointy || Translation(L) .
End -
pornt Rotation(R) .
3 [Straight line | Start pointa N Lo .
End point -' Divide{D) :

*
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6.2.4 Setting Height (Z-Coordinate) for Dispensing Route

1) Click on “Straight line” in the 2nd line in the drawing data list to select it.

Draw(D)

File(F)  Edit(E) Vie) Project(P) Tool(T) Help(H)

Edit(E) View(V) Project(P) Draw(D)} Tool(T} Help{H)

| Action Vertex X (mm) ¥ (zm) Z(mm)
oo | 0.000
50,000

Work Home Point ‘

Lction Vertex X {mm) Y {mm) Z (mm)
smmm

Work Home |  Point 0.000 | 0.000 | 7

77.200

Import(I)

Straight line | Start point 50.000 R |
f2:0 Start point 77.200 £9.800 J. Exchange start point for end point(E)
o .
Rann NG RN E b e a W i e e E SHIVEY,
Pa3s point 77.786 71.212 Straight line | % Translation(L)
End point 79.200 71.794 : Rotation(R)
Azc -9 Divide(D}

esssssssssnsnnnsnnnnnnns?

2) As the line edit window is shown, change the Z-coordinate.
If the height (Z-coordinate) is constant, set only the coordinates of the start point.
Set the end point if the height changes.

ajesadQ 0] MOH ‘9

Straight line s I (: . . ' ;, g

Vertex | Movement between figures | Dispensing |

File(E) Edit(E) View(V) Project(P) Draw(D) Tool(T) Help(H)

Start paint End paint
K-position 9000 mm ¥-position 22000 mm
Y-position B000 mm ‘Y-position 26000 mm Rction Vertex X (mm) ¥ {mm) Z (mm)
EEEENEEEEEEEENEEEEEEEEEEEEEEEEN
Z-position 120 mm Z-position i 0| Work Home | Point | 0.000 |

0.000dm = = wie @iy
L]
Straight line | Start point T7.200 50.0037 150.00089

aREE,

R-position deg R-position
EEEEEEE S S S S EEEEEEEEEEEEEEESR

=

R~

EnfEenaded 77.200 £9.807 H
SRy Arc Start Poin 69.800|n u nldB-00R"
Valonity § ot Pass point 77.786 71.212 |
ficceleration | G End point 79.200 71.794 |
Decslerstion G :

LR B ¥

(o2 (Gl
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6.3 Operational Condition Setting

Establish the setting of the operational conditions for the desired way of operation.

6.3.1 Home back Operation Setting
* Unnecessary to establish setting for absolute type (including

battery-less type)

Set the order to perform home back operation.
It is available to establish the setting, for example, to conduct the home back operation

on the Z-axis first, and then on the X and Y-axes at the same time.

1) Execute [Project (P)] — [Property (P)] in the menu.
Click the home back tab in the property window.

rl—\le[ﬁ) Eat(E)  view(y)a) POJECtE) | DrawD) | oi(l)  Help(H)

‘ =|  Berctele) ) 0 En - ,CO@EIN

| Action Vol Mropertyil) ) zmm *| Ny T 4
4| work nome | _rolak % N¥ ¥ NAN ¥ ggoo] N

LN Str-

——

| Start point

Y

2 arc
Pass point 77.706
“End poiat 79.200

3 | Straight line | Start point 79.200
End point 89.200

1 axc Start point 29.200 o
Fass point Y91.587

End peint 92. 3 74.300

Property anmmmE

.,
{Coordinae system | Software limifg| Home back Cyele | Moedlent between figures | Dispensing | interpolate move velocity
A axis AR RN
® TrPE DTYPE2 @ TYPES @ TYPE4
' L. q_T \‘ | : I I
¥
4 ¥
O TYPES O TYPER @ TYPET () TYPES
' L 4_1 : | : ' I
H
¥ ¥ X
Z adis
@ Upper > Lower
) Lower -> Upper

Property ‘\\ / =

GCootdinate system | Softwars limit || Home back || Gysls | Movament between figures | Dispensing | interpalate move velasity|

st Ox By @z
nd @x @Y [Z
¥ EX @AY Bz

Setting for home-return
operation order

Set the order in the property window for the home back operation.
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Condition

6.3.2 Setting for Times of Cycle Execution and Setting for Start Signal

Set the times of execution or cycle start condition.
1) Click the cycle tab beside the home back operation tab.

Property =

emmmmw

Property =

| Goordinate system | Software limit | Hame bgek) Gycle | ivement betneen figures | Dispensing | interpalate move velocity |

| Goordinate system | Software limit | Home back |CyCle | Movement between figures | Dispensing | interpalate move velncity |

I Yamuua"
st [OX OY @2

ond @X MY [z
3 AX @Y @z

eroupBoxCycleCaunt
@ radioButton|

) radioButton2

Cyele count

eroupBoxCycleTrigger

@) radioButton

7 radioButton

Part/Flae

alesadQ 01 MOH 9 .

2)

Indicate the setting for times of cycle execution and cycle start condition.

The cycle start condition can indicate such items as the port numbers or flags for

SEL language.

.

Property

=)

| Coordinate system | Software limit | Home back |OB’C|E| Movement between fieures | Dispenzing | interpolate move velozity |

SN EENSNNNENANENENERNANN,
*

.“QDUDBDXO}-’C leCaurt

‘0

@ radioButton

) radioButton?

Cyele count

groupBoxCycleTrigger
@ radioButton

() radioButton 1

G NEEEEEEEEEEEEEEEEEEEEEEg
SspsssssEEEsEEEEEEEEEEEEn®

Fort/Flag

A

* 4

R
M L .
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6.3.3 Setting for Movement between Figures

70

In case of not dispensing for a certain area, movement between two figures is to be

conducted with arch motion operation.
Arch motion operation is to be set with three points of the height (Z-axis) coordinates,
peak point, start point trigger and end point trigger.

X

<

Figure 1) ;
7 Figure 2)

Start point trigger—
[ ————End point trigger—

Peak point

1) Click the movement between figures tab beside the cycle tab.

Property X

Proparty )

| Goordinate system | Software limit | Home back [CVElE | Mavement between figures | Dispensing | interpalate move velacity |

eroupBoxCycleCount
@ radioButton

) radioButton2

Cycle count

eroupBoxCyeleTrigeer L
@ radioButton 1 [
~ radioButton 1

Port/Flag

Cancel

@abrdinate system | Software limit | Home back | Gycle || Movement between figures || Dispensine | interpolate move velocit g
¥ © InterpolateMove Absolute coordinates(Arch) () Relative coordinates(Arch)
0 XY,| 0 LY 0 RY
i :I @ is}I I
(2 I 2)
(1), ! £
o= |, ot [m% 3 M{B
Start trigger z-position 0000, mm -—{1)
Top 2-position 0.000] mm  ---(2)
End trigger 2-position 0000] mm == (3)
Welocity 100 mm/sec
Acceleration 030 G
Deceleration 030 G
Po p
. .
S NN NN NN NN NN NN NN EEEEEEEEEEEEEEEEEEEEEEEERS

Set the Z-axis coordinates and the velocity and acceleration / deceleration speed
in arch motion in the movement between figures property window.
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6.4 Settings Related to Dispensing Operation

Establish the setting for the following four types of dispensing operation for the desired
way of operation.

1) Dispensing Device and I/F Setting [Refer to Section 6.4.1]
Set the communication condition for the signals between the robot and dispensing

device.
Dispensing
i " Command
= Complete Dispensing
i < Response Device

2) Prevention Setting for Missing Area of Dispensing [Refer to Section 6.4.2]
Prevention of missing area of dispensing due to delay of actual discharge start
after discharge command turned on

Discharge Command Turned ON

{Eﬁ#} ~

“gissngaves L S L PE
Dispensing
| Standby for Indication
i
. :

J=mml L [ 3L Eh |
i Delay——= Time 5 Axis Movement
| BLHIERO.. | | EMOL B |

L~ Discharge command — ’
o Actual Discharge Start

L nd L HS A2 MR ]

3) Scatter Prevention Setting [Refer to Section 6.4.3]
Prevention of scattering of dispensing agent due to delay of actual discharge stop
after dispensing command turned off

:(> [ Discharge Command Turned OFF

Standby for Indication
§ Scattering ;

£

[ Axis Movement
L .

4) Prevention Setting for Stretching out [Refer to Section 6.4.4]
Prevention for dispensing agent to be stretched out and drip around

[ Discharge Stop

L

-

[ Standby for Indication

w4 L
: L
o s

R
_—

Standby for Indication
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Each setting can be established in the dispensing property.

Click the dispensing tab beside the movement between figures tab to display the property

display.

Start trigeer z-position
Top 2-position

End trigeer z-position
Velocity

Acceleration

Deceleration

0000
01000
0000

mm —=(1)
mm —=(2)
mm —(3)
mm/sec

G

G

Dispensing time

A Prevent Fragmented Dispensing
ry Wating time from exhalation instruction ON to axis movement

Pravent soravine
Waiting time from exhalation instruction OFF to axis movement

propery T ] o =
Goordinate system | Softwars limit | Home back | Gycle [ Movement between fieuress| Dispansing | move velosity | Goordinate system | Software limit | Home back | Gycle | Movement between fisures || Dispensine || interpolate move velocity |
@ *) Absolite voh) () Relative conrdnatest AT @ @ % Disperser I'F Prevent stringing movement(Dispense Back)
0 XN,| 0 XY 0 ; Y Command output port 801 K-distance 0000 mm
ul 2 ia:I Rocporss iput port 11 V-distanca 1000 mm
| . , uvfl‘z” . i CUI_@ i Z-distance 0000 mm

sec

Velocity 100 mmsec
Acceleration 030 G
Deceleration 030 G

000 sec After movement wait tine 000 sec

00 sec

e “

Gancel

6.4.1 Setting of Dispenser I/F

Commands to the dispensing device and response are to be conducted on each port of

PI1O (24V input and output signals).

Set the numbers of the command output port and response input port.

* As the available ports may differ for each robot, refer to the instruction manual for
each robot and select from the ports assigned for general input.

Property

()

| Cioordinate system_l Sottiare IlmltJ Home back ICycIe | Mavement between fieures |; Dispensing ‘ interpolate move ve\oclty\
- vy

Dispenszer L'F

CLLL L LAY

Paint dispensing

Digpenzing time

Prevent snravine

Command output part 300

Response input port 1]

58

4msmmmmn

=3

Prevent Fragmented Dispensing
Waiting time from exhalation instruction ON to axis movement

Waiting time from exhalation instruction OFF to axie movement

Prevent stringing movement{Dispense Back)

H-distance 0000 mm
‘r-distance 0000 mm
Z-distance 0000 mm
Welocity 100 mm/eec
Acceleration 030 G
Deceleration 02 G

After movement wait time 000 sec

<Reference>

If the robot is TTA, the ports set for
general output and general input at
the delivery are as shown below.
Output : 321 to 331

Input : 17, 18, 20 to 22, 31

Cancel
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6.4.2 Setting of Prevent Fragmented Dispensing

Set the standby time before the robot starts to move after the discharge command to
the dispensing device is turned on.

Property lﬁ )

|Coordlnate system | Software limit | Home back |Cycle | Mavement between fieures ; Dispensing { interpalate move ve\oclty\

Dispenser I'F Prevent stringing mavement{Dispense Back)
Command autput part 300 Hedistance 0000 mm
Response input port 1] -distance 0.000 mm

Z-distance 0.000 mm

Point dispensing

Dispenzing time sec

Velocity 100 mmisec
SEEEEEEEEEEEEEEEEEEEEEEEEEEER,
& o : Acceleration 030 G
m  Pravent Fragmented Dispensing o
: Wiaiting time from exhalation instruction ON to axis movement : Doenlaraton 030 G
u
: 000 sec g After movement wait time 000 zec
* v

Prevent soraving ;
Waiting time from exhalation instruction OFF to axis movement

000 sec

alesadQ 01 MOH 9

Gancel

6.4.3 Setting of Prevent Scattering

Set the standby time before the robot starts to move after the discharge command to
the dispensing device is turned off.

Property lﬁ )

|Coordlnate system | Software limit | Home back |Cycle | Mavement between fieures ; Dispensing { interpalate move ve\oclty\

Dispenser I'F Prevent stringing mavement{Dispense Back)
Command output port 200 H-digtance 0.000 mm
Response input port 1] -distance 0.000 mm

Z-distance 0.000 mm

Point dispensing

Dispenzing time sec

Velocity 100 mmisec
Prevent Fragmented Dispensing hoe: raticn il B
Wiaiting time from exhalation instruction ON to axis movement Doenlaraton 030 G
000 sec After movement wait time 000 sec

SEEEEEEEEEEEEEEEEEEEEEEEEEEEW,

Prevent soraving ;
Waiting time from exhalation instruction OFF to axis movement

000 sec

PY LI

asssssssssssmesssmnmnmnnnnnns’

Gancel

73



6. How to Operate

I1A1

6.4.4 Setting of Prevent stringing movement

Setting can be established to have the robot move for the specified distance after the
discharge command to the dispensing device is turned off and then stop for the
specified time. Set each item.

I Property Lé]w

| Coordinate system | Software limit | Home back | Ccle I Movement between fieures [: EI_SEB_n'STE { interpolate move velocity |
L2 v

. ‘e

Dispenser LF :’ Prevent stringing movement(Dispenze Back) L
-

L] -

Command output port ann i -distance 0000 mm .
L] L]

Responze input port 0 s Y-distarcs 0000 mm &
. .

*  Z-distance 0000 mm -

Paint dizpensing " E
L] L]

L] L]

; e " =
Dispensing time el T Welocity 100 mmfzec =
- L]

. ) 5 Hocelerati a0 G =

Prevent Fragmented Dispensing . . . St =
Waiting time from exhalation inztruction OM to axis movement | meiElen 030 G .
L] L ]

000 sec % Bfter movement wait time 000 sec o

*

>
L ®
IFRRRRRRRRRRRRRRRRRRRRRRRRRRRN Y

Prewent sorawvine e - .
Waiting time from exhalation instruction OFF to axiz movement

000 zec

Gancel
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6.5 Velocity and Acceleration / Deceleration Settings for Dispensing

Movement

Set the speed and acceleration / deceleration for dispensing movement to satisfy the
required applied volume considering the amount of discharge of the dispensing device.

1) Click the interpolation movement velocity tab beside the dispensing tab.

Property ........@!J

| Goordinate system | Saftwars limit | Home back | Gysle | Movement between fieurss |} Dispensing 2l interpalats move velacity | o

Dispenser /F Prevent stringing moveme N BidBcMADN/S 5 = B B
Command output port 300 H-distance 0000 mm
Response input port [ Y-distance 0000 mm

Z-distance 0000 mm

Point dispensing

Ui e e o Velority 100 mm/sec
Prasvent Fragmentsd Dispernsin fos il il
‘Waiting time from exhalation instruction ON to axis movement D e leration. 030 G

000 see Bfter mavement wait time 100 sec

Prevent soravine
Walting e from exhalation instruction OFF to axis movement

000 sec

Gancel

Proparty =
Goordinate system | Software limit | Home back | Gyole | Movement between tisures | Dispensing || nterpolate move velocity ||
WEEEREERENEEEY

Welcity 00 mm/sec W
fcceleration 030 G .
Deceleration 030 G .

MILLLELL L L

Cancel

Set the velocity and acceleration / deceleration in the interpolation movement velocity

property.
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6.6 Simulation

1) Execute [Project (P)] - [Simulate (S)] - [Start (S)] from the menu bar.

2) Operation track and cycle time should be displayed after the simulation is

complete.

* Refer to 5.4.9 Simulation in Explanation of Windows for the details of simulation.

%t Sample.sgprid - SEL Program Generator (Dispense)

::-Elg

File(F) Edit(E) View(V) Project(P) Draw(D)

Tool(T)  Help(H)

L &%)
Y

[ - /f‘Ot.?)DElmﬂﬂjlu:l

Action Vertex  Mimmd - -0 A -0 0 0 S0 & W ® 91 oo 110 1

0| Work. Home Faint 0.000 X
1 Paint Paint 10000
2 Paint Faint 20.000 =
3 | Straight line | Start point 200000 =

End paoint 10,000
4 |Straight line| Start point 10.000 = o

End point 20,000
b | Straight line | Start point 20000 s o

End point 10,000
i Arc

Confirm
7 frc m]
8 Gircle =
i Complete!
L 4 i =

S (Cycle time = 9.735 5)
1 Arc
12 fre

End point 29972 =
12 Arc Start paint 29972 e

Faz= point 28405 Pl

End paint 300582
14 B Start nnint annra | T (|2

< | [ | 3 —
#2821, %= 70171 [Maenif icat fon: 100% | [Cvcle tine = 8.735 5
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6.7 Generating and Saving SEL Program and Position Data

1) Execute [Project (P)] — [Generate (G)] from the menu.

SE L ﬁi =N "
File(F) Edit(E) View(V)s | Project(P) | Draw(D) &ool(T) Help(H)
. | Generate(G) | .
Action Vi Proper‘ty(P} u mm ) Z (mm)
» 0| TWork Home Eoffpmmmfmmmnmemar=® g.000 0.000
T Point Point 12.000 21.000 0.000 ll|o ! ol . ==
2 | Straight line | Start point 12.000 40.000 0.000 - | ol [ Jacm |
End point 44.000 72.000 0.000 o
3 Brc Start point 44.000 72.000 0.000 N
Pass point 13.000 100.000 0.000 T
End point 45.000 126.000 0.000 (@]
4 Circle Start point 23.000 148.000 0.000 =
Pass point 1 50.285 166.481 0.000 o
2
0]
o
T

2) Save the generated program and position data to a file.
Click the save button, and input the program name and the position data name to

save.
SalGenerateForm :J ___-: @@E‘
(|f#cgzan | zosivion | Rouse |
E N Cnd Cmnd Operand 1 Operand 2 Pst Comment =
P 1
2(* This program was generated i
3|* by SEL program generator. V0.0.0.4 * 3
& 2015/12/25 10:41:41 * 1
5
o T [ | [ ]
7
8| *Initialize *
]
10 BICF 300
" X ACHZ 3 Z-axis for arch
12
\ 13 | *Home return *
14
15 HOME 100
16 HOME s
17 I
18 | *[0000] *
19
20 | ‘ |EXSR | 85 | |I‘.xecur.e subroutine
21 -
———— = = = =
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6.8 Saving a Project

Execute [File (F)] - [Save As (A)] from the menu.

6.9 Transferring Program and Position Data to Robot

1) Connect the PC software to the robot.

2) Execute [File] - [Open] in the menu in the PC software and read in the created
programs and position data after setting the file types to all the TTA files.

3) Transfer the read program to the robot.
Click button, and indicate the program number to transfer it to the robot.

48 C:¥Users¥645¥Desktop¥test.tipg = |
v|g|
No. |B E]N] Cnd ICr:/ndi Operand 1 | Operand 2 Dat Comment. i‘
aErekeEeeeeekeesesssTsTsTsTsTTETETTeTeEeETeTTTTTT———————————
2 * This program was generated
3, # by SEL program generator. V0.0.0.4
4] |* 2015/12/02 13:41:41 *
S| |Frrrd kR AR A Rk R R ARk R ARk kX
6
T| |Frrrr ek kR R R R R AR R R R ARk Rk Rk kR ®
8 *Tnitialize *
AR L L T T
10 BTOF 316
31 LET 1099 [+] Counter clear
12 ACHZ 3 Z-axis for arch j

4) After transferring the program, a confirmation window for flash ROM writing will
appear. Select “Yes” to write it in.

5) Transfer the read position data to the robot.
Click button to transfer it to the robot.

-4l C:¥Users¥645¥Desktop¥test.t2pt =
No. Axisl axis2 axis3 | vel | acc | pe1 | -

T 0.000| 100| 0.30] 0.30

2 0.000 0.000 100.000| 100| 0.30 0.30

3 -10.000

4 -10.000

5 -15.000

& 30,000

7 125,000

8 85.000

g 77.200 50.000 135.000| 100| 0.30 0.30 S

Input Range: -9999%3.9%3% to 55959%9.959
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6)

At the transfer, set the top position number at the destination in “From” in the
position number select window and last position number to “To” to transfer the data
to the indicated position.

After transferring the position data, a confirmation window for flash ROM writing will
appear. Select “Yes” to write it in.

& Caution:

SEL program generator is not applicable for the work and tool coordinate system
features.

When the TTA and MSEL controller to be used is applicable for the work and tool
coordinate system features ™, set the of the work coordinate offset and tool
coordinate offset to “0.000mm” for all the axes before executing the program.

When the work coordinate offset and tool coordinate offset are not set to.
“0.000mm’” for all the axes, unexpected operation may occur, which could.
cause interference of robot, tool, workpiece, etc., and cause malfunction.
*1_Supported versions of work and tool coordinate systems

TTA __: Main Application Part V2,00 and later

MSEL ; Main Application Part V2,00 and later

The SEL programs, position data and simulations generated in SEL program

enerator should be applicable only when using the table top type robot and

They are not applicable when using only the single axis (including gripper, rotary,
etc.), wrist unit (including cartesian robot combined) or SCARA Raobot (IXP).
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Chapter 7 Appendix

7.1
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Correction of Track

The feedback pulse of X and Y-axes collected by the PC software can be displayed on
the drawing window as the actual operation track.

1)

2)

3)

4)

Reading of Wave Forms

Start up the servomotor feature in the PC software.

Check on the feedback pulse of X and Y-axes and execute the SEL program
generated and transferred to the controller in Chapter 6. (1 cycle)

Save the collected data to PC.

Start SEL Program Generator up and read in the servo monitor data (csv files)
collected in (1). Execute “File (F)” — “Track Data” — “Read in” from the menu.

By putting the drawing data and the actual operation track together in the display,
amount of misalignment can be checked on the screen.

Drawing Data

K

.
" Actual Operation Track

Correct the drawing data while checking the misalignment, and generate the
program again.

_| Drag on mouse to correct __ _‘ Drawing Data After Corrected F
\Drawing Data Before Corrected drawing data ¢’

\h

Ny

i

Actual operation track
| before corrected
11

after corrected

{ Actual operation track ‘
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Change History

Revision Date

Revision Description

2016.01

2016.07

2017.09

First Edition

Second Edition

* Caution points added for when transferring grogram

* Supplement note added for program execution start position

* Explanation added for coordinates in drawing window and actual

coordinates

Third Edision
* “MSEL” added in applicable controllers
* Simulation feature added
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